PROJECT DESCRIPTION

l. GENERAL
This portion of the project involves the permenant modiication to the existing traffic control signal at the intersection of
MD 214 (CentralAve.) and MD 253 (Mayo Rd.) in Anne Arundel County, Maryland. MD 214 is considered Phase Chart

to run in an east/west direction.

II. INTERSECTION OPERATICN 1 2 3 4 5 6 7 8 9 10 1516
The intersection currently operates in NEMA six (6) phase, full-traffic-actuated mode. There 0
is an exclusive/permissive left turn phase for the westbound movement of MD 214. The MD 214 g g @8 @00 g @8 @oo 8 g g r’.‘
through movements operate concurrently. There is an exclusive/permisive left turn phase for the @:@ 400 @‘@ ,{..#e &)
northbound movement of MD 253. The MD 253 through movements operate concurrently with © © 7 © ~ O O ©
an actuated pedestirian phase across the west leg of the intersection.
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B. Equipment to be furnished and/or installed by the Contractor. ase l
Allequipment in this list shallhave catalog cuts submitied for approvalprior to installation. 4 & 8 Change R R R R R Y Y Y Y Y DW
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Lump Sum LS 108 Mobilization. , Alt 4 & 8 Change R R R R R Y Y Y Y Y DW | &
LS 104 i ic. i +
Lump. Sum Maintenance of traffic | gﬁﬁfggin FL/Y | FL/Y | FL/Y | FL/Y | FLY | FLR | FL/R | FLR | FL/R | FL/R | DARK -47'€L .
315 LF 815 Sawcut for signalloop detector. v ¥ LT e
1075 LF 810 Loop detector wire (No. 14 AW.G.) encased in flexible tubing.
650 LF 810 2-conductor (aluminum shielded) electrical cable (No. 14 A W.G.).
25 LLF 819 1in. liquid tight flexible non-metalic conduit for loop detector sleeve.
55 LF 556 24 in. wide HAPPTPM - white for stop line.
Lump Sum LS --- Relocate existing traffic signat equipment.
Lump Sum LS --- As-built for S.H.A [on CADDI.

Wiring Diagram

A— 2-Conductor Cable
(Aluminum Shielded)

EL— Existing Loop Detector Wire

Loop Detector Wire
LW—" (No. %4 AW.G.) in Flexible Tubing

Splice Loop Wire To Existing
SP— Aluminum Shielded Cable

CONTACT LIST

The contact persons for District #5 are as follows:

Mr. Paul Armstrong
District Engineer
410-841-1007

Mr. Larry Eliott Ultimate Traffic Control Signal

Assistant District Engineer - Traffic
410-841-1003

Mr. John Mays
Assistant District Engineer - Utility

F MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
410-841-1005 L)

Office of Traffic & Safely
TRAFFIC ENGINEERING DESIGN DIVISION

Mr. Charles George
Assistant District Engineer - Maintenance
410-841-1002
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